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Disclosure to Promote the Right To Information 

Whereas the Parliament of India has set out to provide a practical regime of right to 
information for citizens to secure access to information under the control of public authorities, 
in order to promote transparency and accountability in the working of every public authority, 
and whereas the attached publication of the Bureau of Indian Standards is of particular interest 
to the public, particularly disadvantaged communities and those engaged in the pursuit of 
education and knowledge, the attached public safety standard is made available to promote the 
timely dissemination of this information in an accurate manner to the public. 




Mazdoor Kisan Shakti Sangathan 
"The Right to Information, The Right to Live" 
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FOREWORD 

This Indian Standard ( Part 5 ) was adopted by the Bureau of Indian Standards, after the draft finalized by the 
Drawings Sectional Committee had been approved by the Light Mechanical Engineering Division Council. 

This standard specifies the proportions and establishes dimensions of amplified Devnagri Letters for use in 
technical drawings and associated documents. The standard defines the various dimensions and shape of 
Devnagri Letters alongwith the writing examples. This standard primarily concerns letters written with the aid 
of stencils, but is equally applicable to free hand writing or other appropriate methods. 

This standard is Part 5 of Indian Standard on Lettering on Technical Drawings. Other standards in this series 
are: 

IS No. Title 

9609 (Part 1 ) : 1983 Lettering on technical drawings : Part 1 English characters 

9609 ( Part 2 ) : 1985 Lettering on technical drawings : Part 2 Greek characters 

9609 (Part 3) : 1991 Technical drawings — Lettering : Part 3 Diacritical and particular 

marks for the Latin Alphabet 

9609 ( Part 4 ) : 199 1 Technial drawings — Lettering : Part 4 Cyrillic characters 

The recommended method of writing Hindi letters was originally published as Amendment No. 3 in February 
1988 to IS 696 : 1972 'Code of practice for general engineering drawings ( second revision )' . After publication 
of SP 46 : 1988 'Engineering drawing practice for school and colleges, IS 696.: 1972 was withdrawn and 
SP 46 : 1 988 does not cover the Hindi Letters. This standard provides the necessary guidance regarding shape 
and dimensions of Amplified Devnagri Letters. The design of the Hindi letters have been modified by Central 
Hindi Directorate, Ministry of Human Resource Development, Government of India, keeping in view of the 
principles established in Part 1 of this standard and changed the nomenclature as 'Amplified Devnagari 
Letters'. 
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1 SCOPE 

This standard ( Part 5 ) specifies proportions and 
establishes dimensions of Amplified Devnagri Letters 
for use in technical drawings and associated 
documents. It primarily concerns letters written with 
the aid of stencils, but is equally applicable to freehand 
lettering or other appropriate methods. 

2 REFERENCES 

The following Indian Standard contains provision 
which through reference in this text, consitute 
provisions of this standard. At the time of publication, 
the edition indicated was valid. All standards are 
subject to revision and parties to agreements based 
on this standard are encouraged to investigate the 
possibility of applying the most recent edition of 
the standard given below: 



IS No. 

9609( Part 1 ) : 1983/ 
ISO 3098-1 : 1974 



3 GENERAL 



Title 

Lettering on technical 
drawings Part 1 

English characters 



3.1 The essential features of lettering on technical 
drawings are : 

— legibility, 

— uniformity, 

— suitability for microfilming and other 
photographic reproduction. 

3.2 In order to satisfy the above mentioned 
requirements, the following rules shall be followed. 

3.2.1 The letters are to be clearly distinguishable 
from each other in order to avoid any confusion 
between them, even in the case of slight mutilations. 

3.2.2 Microfilming and other photographic 
reproductions require the distance between two 
adjacent lines or the space between letters to be 
at least equal to twice the line thickness (see Fig. 1 
and 2 and Tables 1 and 2). In case where the thickness 
of two adjacent lines is different the spacing shall 



be twice the thickness of the heavier line. 

3.3 The numerals and other signs shall be in 
accordance with IS 9609 ( Part 1 ). 

4 DIMENSIONS 

The following specifications are given for dimensions 
of letters. 

4.1 The height'6' of the letters is taken as the base 
of dimensioning (see Tables 1 and 2). 

4.2 The^ange of standard height 1 /*' for lettering is 
as follows: 

2.5, 3.5, 5, 7, 10, 14 and 20 mm 

The dimensions '£', 7', 'm\ V, V and 7' are based 
on letter height '/r' ( see Fig. 3 and 4). The standard 
dimensional ratios are as follows: 



k = (3/2)// 
/ = (7/6)6 
m = (5/6)6 



n = (1/2)6 
u = (1/4)6 
/ = (1/10)6 



4.2.1 The ratio of ^2 in the range of heights for 
lettering is derived from the standardized progression 
of dimensions for paper sizes. 

4.3 The heights '6' shall be not less than 2.5 mm. 

4.4 The recommended ratios for dlh, 1/14, 1/10 
are most economical as they result in a minimum 
number of line thicknesses as illustrated in 
Tables 1 and 2. 

4.5 Space between characters, for the minimum 
space of the base line and the minimum space of 
words are given in Tables 1 and 2 (see Fig. 1 and 2). 

4.6 In the case of consonant cluster, that is, when 
half letter is used with full letterin combination and 
vowel symbol T' is to be used, we may use the symbol 
with dimensions '&' and '6' as given in 4.2. 

5 SPECIMENS 

The specimens given in Fig. 3 are only as a guide to 
illustrate the principles established in 3 and 4. 
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Fig. 1 Specimen for Letter Writing ( h = 14 ) 





Table 1 Dimensions for Lettering ( 


d = A/14 ) 














( Clauses 3,2.2, 4.1, 


4.4 and 4.5 ) 
















All dimensions in millimetres. 














SI 
No. 

i) 


Characteristic 


Ratio 








Dimensions 








Lettering height h 


(14/14) h 


2.5 


3.5 


5 


7 




10 


14 


20 


ii) 


Spacing between a 
characters 


(2/14) h 


0.35 


0.5 


0.7 


1.0 




1.4 


2 


2.8 


iii) 


Minimum spacing b 
base lines (with stem 
and tail) 


(28/14) h 


6 


8.5 


12 


17 




24 


34 


48 


iv) 


Minimum spacing e 
between words 


(6/14) /i 


1.05 


1.5 


2.1 


3 




4.2 


6 


8.4 


v) 


Thickness of lines d 


(1/14) /i 


0.18 


0.25 


0.35 


0.5 




0.7 


1 


1.4 




NOTE — The spacing 4 a' between two characters 
then equals the line thickness^'. 


may be reduced by 


half if this 


gives a 


better visual 


effect, it 
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Fig. 2 Specimen for Letter Writing ( h = 10 ) 



Table 2 Dimensions for Lettering ( d = */i0) 
( C/awses 3.2.2,4.1, 4.4 and 4.5 ) 









All dimensions in millimetres. 
















SI 

No. 


Characteristic 

Lettering height h 




Ratio 

(10/10)* 








Dimensions 








i) 


2.5 


3.5 


5 




7 




10 


14 


20 


ii) 


Spacing between a 
characters 




(2/10) h 


0.5 


0.7 


1 




1.4 




2 


2.8 


4 


iii) 


Minimum spacing b 
base lines (with stem 
and tail) 




(24/10) h 


6 


8.5 


12 




17 




24 


34 


48 


iv) 


Minimum spacing e 
between words 




(6/10) h 


1.5 


2.1 


3 




4.2 




6 


8.4 


12 


v) 


Thickness of 'lines d 




(1/10) A 


0.25 


0.35 


0.5 




0.7 




1 


1.4 


2 




NOTE — The spacing 'a' between two characters 
then equals the line thickness l d\ 


may be reduced by half 


if this 


gives a 


better visual effect, it 
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smm 



±n 



timte 



±l 




Fig. 3 Specimen of Hindi Letters — Continued 
4 



































w 


HPH ' 1 1 1 1 ITTTTT 


W;ii 


pa 






1 


tjTjTJ 




g±:: 


nB 








St=: 


ffl 
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Fig. 3 Specimen of Hindi Letters 



Bureau of Indian Standards 

BIS is a statutory institution established under the Bureau of Indian Standards Act, 1 986 to promote harmonious 
development of the activities of standardization, marking and quality certification of goods and attending to 
connected matters in the country. 

Copyright 

BIS has the copyright of all its publications. No part of these publications may be reproduced in any form without 
the prior permission in writing of BIS. This does not preclude the free use, in the course of implementing the 
standard, of necessary details, such as symbols and sizes, type or grade designations. Enquiries relating to 
copyright be addressed to the Director (Publications), BIS. 

Review of Indian Standards 

Amendments are issued to standards as the need arises on the basis of comments. Standards are also reviewed 
periodically; a standard along with amendments is reaffirmed when such review indicates that no changes are 
needed; if the review indicates that changes are needed, it is taken up for revision. Users of Indian. Standards^ 
should ascertain that they are in possession of the latest amendments or edition by referring to the latest issue 
of 'BIS Handbook' and 'Standards : Monthly Additions'. 

This Indian Standard has been developed from Doc : No. LM 02 ( 4799 ). 
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